What is Claimed is: 

1 . An eyeglass apparatus comprising: 

a primary eyeglass frame having a rear side, a pair of primary lens 
supports, and a bridge between the primary lens supports; 

a secondary eyeglass frame having a rear side, a pair of 
secondary lens supports, a bridge between the secondary lens supports, 
a first secondary frame magnet fixed to a first projecting magnet holder, 
and a second secondary frame magnet fixed to a second projecting 

magnet holder; and 

said first and second secondary frame magnets magnetically bond 
with portions of the primary frame to retain said secondary frame to said 
secondary frame. 

2. The eyeglass apparatus of claim 1 , wherein said first and second 
secondary frame magnets selectively interact attractively with the primary 
frame at the primary lens supports. 

3. The eyeglass apparatus of claim 2, wherein said first and second 
secondary frame magnets selectively interact attractively with the primary 
frame at the top portion of the primary lens supports. 

4. The eyeglass apparatus of claim 1 , wherein said first and second 
secondary frame magnets selectively interact attractively with the primary 
frame at a nose pad arm area of the primary frame. 

5. The eyeglass apparatus of claim 1 , wherein said first and second 
secondary frame magnets selectively interact attractively with the primary 
frame at the sides of the primary frame. 

6. The eyeglass apparatus of claim 1, wherein the first projecting 
magnet holder and the second projecting magnet holder both have 
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cavities for receiving the first secondary frame magnet and the second 
secondary frame magnet. 

7. The eyeglass apparatus of claim 1, wherein the first projecting 
magnet holder and second projecting magnet holder project from the rear 
side of the secondary eyeglass frame. 

8. The eyeglass apparatus of claim 1, wherein the first projecting 
magnet holder and the second projecting magnet holder are attached to 
the eyeglass lenses. 

9. The eyeglass apparatus of claim 8, wherein the first projecting 
magnet holder and the second projecting magnet holder are attached 
with screws that penetrate into the lenses. 

10. The eyeglass apparatus of claim 1, wherein the first projecting 
magnet holder and the second projecting magnet holder are integral to 
the bridge of the secondary eyeglass frame, and said eyeglass lenses 
are attached directly to the first projecting magnet holder and the second 
projecting magnet holder. 

1 1 . The eyeglass apparatus of claim 1 , wherein the primary frame and 
the secondary frame are of a similar size and configuration. 
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